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WARNINGS:	  
	  
WARNING:	  Improper	  Installation,	  Adjustment,	  Alteration	  or	  maintenance	  can	  cause	  major	  
injury	  or	  property	  damage.	  	  Read	  the	  installation	  and	  operating	  instructions	  and	  always	  use	  a	  
licensed	  professional	  installer	  to	  install	  all	  gas	  appliances	  and	  hook	  up	  electrical.	  	  	  
	  
All	  side	  burners	  are	  for	  OUTDOOR	  USE	  ONLY	  with	  Natural	  gas	  or	  LP	  Gas.	  	  Do	  not	  place	  this	  
appliance	  in	  an	  enclosed	  room,	  under	  a	  sealed	  overhead	  structure	  or	  in	  any	  type	  of	  enclosed	  
area	  such	  as	  a	  shed,	  garage,	  RV,	  Trailer	  or	  breezeway.	  	  	  Side	  burners	  are	  not	  designed	  or	  
intended	  for	  installation	  near	  a	  window	  or	  vent	  that	  goes	  into	  the	  house.	  
	  
Make	  sure	  that	  you	  maintain	  a	  sufficient	  distance	  to	  combustible	  material	  such	  as	  patio	  covers.	  	  
Make	  sure	  you	  always	  refer	  to	  local	  and	  state	  codes	  as	  well	  as	  consult	  your	  local	  City	  for	  any	  
City	  laws.	  
	  
The	  area	  surrounding	  the	  side	  burner	  must	  always	  be	  kept	  clean	  and	  have	  no	  flammable	  liquids	  
and	  other	  combustible	  material	  such	  as	  cleaning	  material,	  solvents,	  cleaning	  fluids,	  gasoline.	  
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BASIC	  CAUTIONS	  &	  CARE	  
	  

• Do	  not	  leave	  side	  burner	  unattended	  while	  cooking	  
• Keep	  Stainless	  Steel	  Clean	  with	  using	  Mild	  Dish	  detergent	  such	  as	  Dawn.	  	  You	  can	  also	  

shine	  up	  the	  stainless	  with	  WD40	  –	  Exterior	  only	  &	  not	  near	  food	  prep	  Area.	  	  DO	  NOT	  
USE	  Steel	  Wool	  or	  wire	  brushes	  this	  will	  Scratch	  the	  surface.	  

• Do	  not	  spray	  WD-‐40	  near	  an	  open	  flame	  
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Liquid	  Propane	  and	  Natural	  Gas	  Connections.	  
	  

• The	  LP	  Gas	  Cylinder	  must	  be	  in	  compliance	  with	  the	  Specifications	  for	  LP-‐Gas	  Cylinders	  
of	  the	  US	  Department	  of	  Transportation	  or	  the	  National	  Standard	  of	  Canada,	  CAN/CSA-‐
B339.	  	  The	  Basic	  Tank	  size	  is	  12”	  in	  diameter	  and	  18”	  High	  with	  a	  QCC-‐1	  Cylinder	  Valve.	  

	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

• Any	  enclosure	  for	  the	  Cylinder	  such	  as	  a	  bbq	  island	  make	  sure	  the	  island	  is	  well	  vented	  
top	  and	  bottom.	  

• All	  Natural	  Gas	  instillations	  must	  conform	  to	  local	  codes	  or	  in	  the	  absence	  of	  local	  codes	  
the	  national	  fuel	  gas	  code,	  ANSIZ2223.1a-‐1998.	  

• In	  Canada	  installation	  must	  comply	  with	  the	  standard	  CAN/CGA-‐B149.2	  
• Always	  use	  a	  licensed	  plumber	  or	  contractor	  to	  install	  all	  Gas	  installations.	  Ensure	  that	  

the	  side	  burner	  is	  fitted	  independently	  with	  a	  Brass	  Gas	  Shut	  off	  valve	  located	  close	  to	  
the	  side	  burner	  and	  easily	  accessible.	  
	  

LIGHTING	  THE	  SIDE	  BURNER	  
	  

• Open	  the	  top	  Hood	  or	  remove	  the	  top	  cover	  
• Keep	  your	  Face	  and	  Body	  away	  from	  the	  burner	  and	  flame	  
• Push	  in	  and	  Turn	  Control	  Knob	  to	  Left	  High	  Position	  a	  Spark	  will	  hit	  the	  Burner	  
• Try	  three	  times	  and	  if	  Gas	  does	  not	  ignite	  then	  Wait	  5	  Minutes	  
• If	  Spark	  does	  not	  work	  you	  can	  place	  lit	  long	  match	  or	  Long	  Nose	  Lighter	  next	  to	  

Burner	  holes	  to	  ignite.	  Gas	  will	  ignite	  but	  if	  this	  does	  not	  happen	  switch	  gas	  
burner	  Off	  and	  try	  again	  

• If	  this	  does	  not	  light	  with	  Electronic	  Spark	  or	  Match	  switch	  off	  and	  call	  a	  
professional	  to	  come	  test	  unit	  or	  call	  manufacturer.	  

• Make	  sure	  Knob	  is	  in	  the	  OFF	  Position	  at	  all	  times	  when	  not	  in	  use.	  
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SIDE	  BURNER	  GAS	  CONNECTION	  WITH	  GAS	  BBQ	  

	  
BASIC	  CONNECTION	  FOR	  LP.	  (Liquid	  Propane	  Gas)	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

• When	  installing	  for	  Natural	  Gas	  make	  sure	  that	  the	  side	  burner	  has	  its	  own	  Brass	  
shut	  off	  valve	  so	  that	  it	  can	  be	  easily	  and	  safely	  switched	  off.	  

• Make	  sure	  that	  you	  always	  use	  a	  trained	  professional	  contractor	  and/or	  Plummer	  
to	  install	  all	  gas	  appliances.	  

• If	  you	  smell	  gas	  switch	  of	  the	  gas	  supply	  to	  the	  appliances	  and	  call	  a	  professional.	  
	  
	  

SIDE	  BURNER	  CONVERSION	  KITS	  
	  
All	  side	  burners	  will	  either	  come	  Natural	  Gas	  or	  Liquid	  Propane	  (LP)	  as	  per	  your	  
manufacturer.	  	  There	  will	  be	  a	  complete	  conversion	  kit	  in	  each	  Side	  Burner	  for	  the	  
opposite	  gas.	  	  The	  kit	  will	  include	  one	  (Single	  Side	  Burner	  )	  or	  Two	  (Double	  side	  Burner)	  
orifices	  to	  be	  replaced.	  	  	  
	  

• Pull	  out	  Side	  Burner	  and	  look	  at	  where	  the	  Gas	  Goes	  into	  the	  Burner	  	  -‐	  (Pic	  Below)	  
• Remove	  Orifice	  and	  replace	  with	  desired	  gas	  Type	  
• If	  Unsure	  of	  full	  procedure	  please	  contact	  manufacturer	  directly	  
• Always	  have	  a	  gas	  professional	  perform	  this	  procedure	  for	  you	  
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BASIC	  SIDE	  BURNER	  TERMINOLOGY	  

	  
Refer	  to	  the	  bottom	  chart	  for	  Part	  Terminology.	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  
	  

BASIC	  TROUBLESHOOTING	  
	  

ALWAYS	  CALL	  MANUFACTURER	  IF	  YOU	  HAVE	  TECHNICAL	  QUESTIONS	  

Smell	  of	  Gas	  is	  Present	   Check	  for	  loose	  connections	  in	  the	  gas	  line.	  	  Perform	  a	  leak	  test	  
with	  soapy	  water	  or	  Windex.	  	  DO	  NOT	  TRY	  AND	  TEST	  WITH	  
FLAME.	  	  If	  you	  find	  a	  leak	  call	  a	  gas	  professional	  to	  fix	  &	  shut	  off	  gas	  
to	  appliances.	  

Burner	  Does	  Not	  Ignite	   Check	  position	  of	  spark	  tip	  it	  should	  jump	  over	  to	  the	  Brass	  Burner.	  	  
Clean	  area	  where	  contact	  will	  be	  made	  from	  spark	  tip	  to	  burner.	  	  
Make	  sure	  there	  is	  a	  Blue	  spark	  at	  the	  electrode	  tip	  to	  burner.	  	  
Make	  sure	  the	  wire	  is	  connected	  correctly.	  Make	  sure	  the	  orifice	  is	  
free	  of	  any	  grease	  or	  dirt.	  	  ALWAYS	  TURN	  OFF	  GAS	  WHEN	  
TESTING	  

Yellow	  Flame	   Color	  on	  flame	  should	  be	  mostly	  Blue.	  	  There	  should	  be	  a	  yellow	  tip	  
but	  if	  flame	  is	  completely	  yellow	  clean	  burner	  and	  substances	  
around	  burner	  it	  can	  be	  oil	  or	  matter	  on	  the	  burner.	  

Plugged	  Orifice	   Remove	  Orifice	  and	  clean	  with	  a	  fine	  wire.	  
No	  Gas	  To	  Burner	   Check	  Shut	  Off	  Valve	  to	  see	  if	  in	  on	  position.	  	  Make	  sure	  that	  Gas	  is	  

on	  to	  main	  bbq	  and	  is	  operating	  –	  gas	  may	  be	  turned	  off.	  


